
F10-2

Prolongateurs pour EQFK10 
/11 /11T /11TB & 11TX, 
ECGK10 & ECGK02 :
Il s’agit d’un accessoire permettant de 
rallonger le robinet de reprise liquide 
type EQFK11TX ou ECGK10 ou ECGK02 
pour s’adapter aux clapets de reprise 
monté en fond de bossage (principale-
ment sur les réservoirs camions).
Le PROK107/8 permet également de 
convertir le filetage Mâle M26x1.814 
des robinets EQFK11TX et ECGK10 
pour permettre le montage sur les cla-
pets de reprise liquide à sortie Femelle 
7/8’’Gaz.

Choix du prolongateur en fonction du 
type de robinet et du type de clapet :

L’association du robinet EQFK11TX 
avec les adaptateurs PROK10 et 
PROK107/8 permet le montage sur la 
majorité des clapets de reprise liquide.

Extensions for EQFK10 /11 
/11T /11TB & 11TX, ECGK10 
& ECGK02 :
It is an accessory for extending the 
transfer valve type EQFK11TX or 
ECGK10 or ECGK02 to fit on the liquid 
recovery valve (chek-lok) which access 
is difficult.

The PROK107/8 also allows to convert 
male M26x1.814 thread of the 
EQFK11TX or ECGK10 to allows fitting 
on liquid recovery valves with female 
7/8’’G threaded outlet.

How to choose the adaptor type 
depending on the type of transfer 
valve and the type of liquid recovery 
valve :

The combination of the liquid transfer 
valve type EQFK11TX and the adaptors 
type PROK10 and PROK107/8 allows 
fitting on most of the liquid recovery 
valves.
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PROK10 PROK107/8

Mâle M26x1.814

Mâle M26x1.814 Mâle 7/8” Gaz

Femelle M26x1.814Femelle M26x1.814

Mâle M26x1.814
Mâle
7/8” Gaz

Femelle 7/8” Gaz

Mâle 7/8” Gaz

EQFK11T
/TB ou TX

ECGK10

ECGK02

PROK02

PROK107/8PROK10

Type de robinet

Filetage sortie du
clapet de reprise liquide
Femelle M26x1.814 PROK10 -
Femelle 7/8" GAZ PROK107/8 PROK02

EQFK11TX       
EQFK11T /TB          

ECGK10         
EQFK10

ECGK02


